THE ClTY OF
MT. PLEASANT, micrican

CITY HALL PUBLIC SAFETY PUBLIC WORKS
320 W. Broadway e 48858-2312 804 E. High » 48858-3595 1303 N. Frankiin » 48858-4682
(989) 779-5300 (989) 779-5100 (989) 779-5400
(989) 773-4691 fax (989) 773-4020 fax (989) 772-6250 fax

PRE-BID ADDENDUM NO. _1_

Project Bid: 2010 Sewer Relining Project

Bid Date: 2/16/10
Time:

Opening: 1:30PM

Addendum Issued By: City of MtPleasant

Date Issued:2/5/10

Intent: To change any listing of City Halls address from "401 N Main Street" to "320 W
Broadway", Including the reference in the Instructions to Bidders section 1.

Bid Proposal:  No change

Specifications: No Change

Website: www.mt-pleasant.org
Michigan Relay Center for Speech & Hearing Impaired: 1-800-649-3777



City of Mt. Pleasant, Michigan
BID RECORD

Bid ltem: 2010 Sewer Relining Project
Opening Date and Time: February 16, 2010 — 1:30 p.m.

SENT TO DATE SENT DATE REC'D

BID AMT.

Marilyn Wixson
City Hall Sent 1/19/10

Dave Kozman

American Water Services
4143 Weaver Cit.

Hilliard OH 43026
PHONE: 800-939-1277
FAX: 614-529-6441

Adrian Duran

Duran Contractors Inc.

23326 Vine St. SW

Granville, Ml 49418

EMAIL: durancontractors @gmail.com
PHONE: 616-530-3773

FAX: 616-530-3774

Curt Maring, Project Manager
Inland Waters Pollution Control, Inc.
4086 Michigan Ave.

Detroit, Ml 48210

EMAIL: curt.maring@iwpc.us.com
PHONE: 313-899-3014

FAX: 313-899-3011

Inliner Technologies Inc
1468 West Hospital Road
Paoli, IN 47454
PHONE: 812-723-0704
FAX: 812-723-5998

Pat Godwin

Insight Pipe Contracting
344 Little Creek Rd.
Harmony PA 60375
PHONE: 724-452-6060
FAX: 724-452-3226

BID RECORD
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Bid item: 2010 Sewer Relining Project

Ken Quillan

Insituform Technologies USA
19129 Davison Avenue
Detroit, Ml 48223

PHONE: 989-277-6046
PHONE: 313-835-041

FAX: 313-835-1437

Fred Tingberg

Lanzo Lining Services, Inc.
28135 Groesbeck Hwy.
Roseville Ml 48066
EMAIL: Fredt@Llanzo.org
PHONE: 586-775-7566
FAX: 586-775-2328

Lanzo Lining Services, Inc.

125 SE 5th Court

Deerfield Beach, FL. 33441-4749
PHONE: 954-973-9700

FAX: (954) 974-3894

John Thompson

Liqui-Force Services (USA), Inc.
28781 Goddard Rd., Suite 204
Romulus MI 48174

PHONE: 734-955-2508

Mike Krosnosky (added 2-11-2008)
Michels Pipe Services

817 W. Main Street

Brownsville, Wl 53006

EMAIL: mkrosnos@michels.us
PHONE: 920-924-4300

FAX: 920-924-4320

Denny Waggoner

Michigan Pipe Supply

P.O. Box 442

Mt. Pleasant, Ml 48804-0442
PHONE: 772-2225

FAX: 772-0495

BID RECORD
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Bid Item: 2010 Sewer Relining Project

Miller Pipeline Corp.
8850 Crawfordsville Rd.
Indianapolis IN 46234
PHONE: 317-293-0278
FAX: 317-293-8502

Dale Olthoff

Olthoff Inc

1800 East Joe Orr Road
Chicago Heights IL 60411
PHONE: 708-758-6540
www.dale @ olthoffinc.com

Larry Purlee

Reynolds Inliner, LLC
4520 N. State Road 37
Orleans, IN 47452-0186
PHONE: 812-865-3232
FAX: 812-865-3075

Kristine Williams

Triton Services, Inc.

8162 Duke Blvd.

Mason, OH 45040

EMAIL: kwilliams@ftritonservicesinc.com
PHONE: 513-679-6800

FAX: 513-679-6807

Joseph Tartabini, Jr.
United Survey Inc
25145 Broadway Ave
Cleveland, OH 44146
PHONE: 440-439-7250
FAX: 440-439-7255

Paul Jorgensen
Utility Services Authority LLC
6001 Schooner

Belleville, Ml 48111

EMAIL: pjorgensen@usallc.net
PHONE: (734) 481-0872
FAX: (734) 482-1505

BID RECORD
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Bid Item: 2010 Sewer Relining Project

Keith Alexander

Visu-Sewer Clean & Seal Inc

W230 N4855 Betker Drive

Pewaukee WI 53072

PHONE: 800-876-8478

FAX: 262-695-2359 $

Karen Adamson

Construction Assoc. of Mich.

43636 S. Woodward

Bloomfield Hills, MI 48302

PHONE: 248-972-1000

FAX: 248-972-1136 $
richardson @cam-online.com

Kristina Thornton

Reed Construction Data

30 Technology Pkwy., Suite 500

Norcross, GA 30092

PHONE: 614-326-05169

FAX: 800-508-5370 $
redcentralnews @ reedbusiness.com
kristina.thornton @ reedbusiness.com

Attn: Jennifer Hargrove

MCGraw Hill Dodge

1311 South Linden Rd., Suite B

Flint, Ml 48532

PHONE: 800-328-4542

FAX: 888-376-4319 $
jennifer_hargrove @ mcgraw-hill.com

Attn: Matt Franko

Construction News Services of Michigan, Inc.

1793 R.W. Berends Dr., SW

Wyoming, Ml 49519-4993

PHONE: 616-530-3940

FAX: 616-530-3945 $
cnswm @inetmail.att.net
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Bid ltem: 2010 Sewer Relining Project

Nancy Wagner

Tri-City Builders Exchange
334 South Water
Saginaw, Ml 48607
PHONE: 989-754-4872
FAX: 989-752-7109

tricitybx@king-services.com

Gary Sole

Central Michigan Plan Room
601 N.-Fancher Street

Mt. Pleasant, Ml 48858
PHONE: 775-7747

FAX: 775-7748

carmi@hbacm.com

Heather Schafer

Lansing Builders Exchange
1240 E. Saginaw Road
Lansing, Ml 48906
PHONE: 517-372-8930
FAX: 517-372-5022

vargas @ bxlansing.com

Cathy Pisciotta

Builders Exchange of Grand Rapids
4461 Cascade R SE

Grand Rapids, Ml 49546

PHONE: 616-949-8650

FAX: 616-949-6831

cathv@grbx.com
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City of Mt. Pleasant - Division of Public Works
Mt. Pleasant, Michigan
2010 SEWER RELINING PROJECT

Quan.
No. Description
1 8" Sewer/Cured in Place Pipe (6mm) 2150
2 15" Sewer/Cured in Place Pipe (10.5mm) 2600
3 Reinstate Service Connection 56
TOTAL BID
Quan
No. Description
1 8" Sewer/Cured in Place Pipe (6mm) 2150
2 15" Sewer/Cured in Place Pipe (10.5mm) 2600
3 Reinstate Service Connection 56
TOTAL BID

Insituform Technologies USA, Inc.

17988 Edison Avenue
Chesterfield, MO 63005

Utility Services Authority, LLC
6001 Schooner
Belleville, MI 48112

Inland Waters Pollution Control, Inc.
4086 Michigan Avenue
Detroit, Ml 48210

Unit Unit Price Total Price Unit Price Total Price Unit Price Total Price
LFT $ 21.00 $ 45,150.00 $ 26.00 $ 55,900.00 $ 26.00 $ 55,900.00
LFT $ 40.00 $ 104,000.00 $ 37.00 $ 96,200.00 $ 38.00 $ 98,800.00

EA $ 100.00 $ 5,600.00 $ 50.00 $ 2,800.00 $ 125.00 $ 7,000.00
$ 154,750.00 $ 154,900.00 $ 161,700.00
Liqui-Force Services Lanzo Lining Services, Inc.
28529 Goddard Road 125 SE 5th Court
Romulus, Ml 48174 Deerfield Beach, FL 33441

Unit Unit Price Total Price Unit Price Total Price
LFT $ 26.00 $ 55,900.00 $ 38.00 $ 81,700.00
LFT $ 41.00 $ 106,600.00 $ 62.00 $ 161,200.00

EA $ 348.00 $ 19,488.00 $ 200.00 $ 11,200.00
$ 181,988.00 $ 254,100.00



[FormO1]

City of Mt. Pleasant, Michigan

CONTRACT DOCUMENTS

For Construction
of

2010 SEWER RELINING PROJECT

JIM HOLTON
Mayor

KATHY GRINZINGER
City Manager

Prepared By:
Division of Public Works

DUANE F. ELLIS, P.E.
DPW Director/City Engineer

January 2010
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City of Mt. Pleasant, Michigan
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, MICHIGAN

CITY HALL PUBLIC SAFETY PUBLIC WORKS
320 W, Broadway St.e 48858-2312 804 E. High » 48858-3565 1303 N. Franklin « 48856-4652
{989 779-5300 (989) 779-5100 (889) 779-5400
(989) 773-4891 fax (989) 773-4020 fax (989) 772-6250 fax

NOTICE TO BIDDERS
2010 Sewer Relining Project

The City of Mt. Pleasant, Michigan, is requesting sealed bids at the Office of the
City Clerk, City Hall, 320 W. Broadway Street, Mt. Pleasant, Michigan 48858, until 1:30
p.m. (local time), on February 16, 2010, at which time and place the bids will be publicly
opened and read. All bids shall be submitted in a sealed envelope, plainly marked "2010
Sewer Relining Project — February 16, 2010.”

Proposals are solicited on a unit price basis, for the following work:

8” CIPP Sanitary Sewer 2150 LFT
15" CIPP Sanitary Sewer 2600 LFT
Reinstate Service Conn. 56 EACH

All bid proposals must be accompanied by a bid bond, bank cashier's check, bank
draft, or certified check for not less than five percent (5%) of the bid price, made payable to
the City of Mt. Pleasant.

To view and download complete Plans and Specifications at no charge, visit the
City of Mt. Pleasant website at www.mt-pleasant.org/depts/engineering/biddinginfo.htm

The City of Mt. Pleasant reserves the right to accept or reject any or all bids, to
waive any irregularities in the bids, and to select the bid considered most advantageous to
the city.

Gary Schwerin Jeremy Howard

Assistant City Engineer City Clerk
(989) 779-5408

[2010 Sewer Relining Project — NB]
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[FormO05] City of Mt. Pleasant, Michigan

INSTRUCTIONS TO BIDDERS

1. Proposals

Proposals must be made upon the forms provided therefore, with the Bid amount
both written and shown in figures, and all other data required submitted.

The Proposal, bound together with all Proposal Documents, must be enclosed in
a sealed envelope marked as specified in the Notice to Bidders for such Bid and clearly
indicating the name and address of the Bidder and must be received by the City Clerk,
City Hall, 401 N. Main Street, Mt. Pleasant, Michigan 48858, no later than the time and
date specified in the Notice to Bidders. At such specified time, Proposals shall be publicly
opened and read aloud.

2. Basis of Proposals

Proposals are solicited on the basis of unit price(s) and/or lump sum(s), as
specified on the Proposal form.

The City of Mt. Pleasant (also referred to as "Owner"), reserves the right to accept
any Bid, to reject any or all Bids, to waive any irregularities in the Bids, and to select the
Bid considered most advantageous to the city.

3. Comparison of Bids

In comparing Bids, consideration shall be given to the time proposed for
completion of the Contract, qualifications of Bidder, price differentials, alternate Proposals
for the alternate items listed in the Proposal (if applicable), and any other pertinent
factors. The City of Mt. Pleasant grants a preference to businesses located within
the Mt. Pleasant City Limits. The preference given is a differential above the low bid
if the low bid is not from a City of Mt. Pleasant bidder. The differential allowed is 3%
of the total for bids between $5,000 and $9999 and 2% of the total for bids over
$10,000. The maximum credit allowed is $1500.00. The Owner reserves the right to
make an award to the Bidder whose Proposal is deemed to be in the best interest of the
Owner.

4. Time

Time is of the essence in the performance of the Contract, and each Bidder, by
submitting a Proposal, certifies his/her acceptance of the time allowed by the Contract for
the completion of the work specified.

5. Indemnification

The Contractor shall save and hold harmless the city and its employees from and
against all claims, damages, losses, or expenses, including attorney’s fees, arising out of
or resulting from the performance of the work; provided that any such claim, damage,
loss or expense is caused in whole or in part by any negligent or willful act of omission of
the contractor, subcontractor, employee, or anyone under their direction. The Contractor
shall at his/her own expense, defend any and all such actions and shall pay all attorney’s
fees, costs, and expenses pertaining thereto.

INSTRUCTIONS TO BIDDERS Page 1 0of4



6. Bid Deposits

Each Proposal shall be accompanied by a certified check, or a Bid Bond by a
recognized Surety Company similar to a U. S. Government Standard Form Bid Bond, in
the amount of five percent (5%) of the total amount of the Bid, made payable to the City
of Mt. Pleasant, subject to forfeiture to the Owner in the event of failure on the part of the
successful Bidder to enter into the attached form of agreement to do the work specified
by said Proposal at the price and within the time stated therein. The Bid Deposit of all
Bidders, except the three (3) lowest acceptable Bidders, shall be returned within two (2)
weeks after opening of bids. The bid deposits of the three (3) lowest acceptable bidders
shall be returned within 48 hours after the executed Contract(s) have been finally
approved by the Owner.

7. Lioguidated Damages

A liquidated damage clause, as given in the Contract form, provides that the
Contractor shall pay the Owner as liquidaied damages, and not as a penalty, the amount
indicated in the Proposal for each and every calendar day that the Contractor may be in
default of substantial completion of the work required under said Contract.

8. Insurance and Bonds

The successful Bidder will be required to execute (2) Bonds, in the form attached
hereto, with Surety acceptable to the Owner and insurance, as follows:

a. Bond in the amount of 100% of the Estimated Contract Price running to the
City of Mt. Pleasant, Michigan, to insure the completion of the entire work,
according to the statues of the State of Michigan in effect at that time.

b. Bond in the amount of 100% of the Estimated Contract Price running to the
People of the State of Michigan for the protection of Subcontractors and
Labor and Material Men, according to the statutes of the State of Michigan
in effect at that time.

C. Insurance in the amounts required by City Ordinance as specified in the
Section 1 - General Construction Specifications, attached hereto.

The successful bidder shall be required to furnish for each set of executed
Contract Documents, and conformed copies thereof, an original conformed Performance
Bond, Labor and Materials Bond, Maintenance Bond, and Insurance Certificates.

9. Permits and Local Codes

The Owner shall procure the required permits for municipal sanitary sewer
construction, municipal water system construction, and soil erosion control.

The Contractor shall obtain, at his/her expense, all other required local
construction permits and shall comply with local building code and inspection
requirements.

INSTRUCTIONS TO BIDDERS Page 2 of 4



10. Qualifications of Bidders

It is the intent of the Owner to award the Contract to a Bidder fully capable, both
financially and with regard to experience, to perform and complete all work in a
satisfactory and timely manner. Evidence of such competency must be furnished on the
forms included in the proposal, listing projects of similar difficulty, scope of work, and size
which the Bidder has satisfactorily undertaken and completed.

It is the intention of the City to award the contract to a Contractor whose ability and
financial resources are fully equal to the task of performing the work in a satisfactory
manner. With this in view, the Proposal calls for at least five (5) references, using specific
names of persons to contact concerning the Contractor's ability to do this particular
class of work. References from municipalities are preferred. The mere ability to furnish
a Performance Bond shall not be accepted as sufficient evidence of responsibility on the
part of the Bidder. The Bidder may also be required to furnish evidence of his current
financial status. :

11. Interpretation of Documents

If any Bidder is in doubt as to the true meaning of any part of the Plans,
Specifications or any Contract Document, he/she may submit to the Owner a written
request for an interpretation thereof. Any interpretation made in response to such a query
shall be made only by Addendum, duly issued,-and a copy of such Addendum shall be
mailed or duly delivered to each prospective Bidder. The Owner shall not be responsible
for any other explanation or interpretation of the Contract Documents. Alternative
proposals that are suggested by bidders will be given consideration, if presented before
the bid opening. If accepted, an addendum will be issued and sent out to all potential
bidders, so that they may bid on the alternatives that have been identified.

12. Execution of Bid Proposal

A Bid Proposal which is not signed by the individual making it should have
attached thereto a Power of Attorney evidencing authority to sign the Bid Proposal in the
name of the person for whom it is signed.

A Bid Proposal which is signed by a partnership shall be signed by all of the
partners or by an Attorney-in-Fact. If signed by an Attorney-in-Fact, there should be
attached to the Bid a Power of Attorney evidencing authority to sign the Bid Proposal in
the name of the partnership and such Power of Attorney shall be signed by all partners of
the partnership.

A Bid Proposal which is signed for a corporation should have the correct corporate
name thereof and the signature of the President, or other authorized officer(s) of the
corporation, manually written below the corporate name and on the line indicating
"By: " If such a Bid Proposal is manually signed by an
officer other than the President of the corporation, a certified copy of a Resolution of the
Board of Directors evidencing the authority of such officer(s) to sign the Bid Proposal
should be attached thereto. Such a Bid Proposal should also bear the attested signature
of the Secretary of the corporation and an impression of the corporate seal.

INSTRUCTIONS TO BIDDERS Page 3 of 4



13. Execution of Contract

The successful Bidder to whom an award is made shall be required to enter into a
written agreement, in the form attached hereto, within ten (10) days after receipt of a
Notice of Award and copies of the documents to be executed. In the event the successful
Bidder fails to comply with this provision, he/she may be considered by the Owner to have
abandoned all his/her rights and interests in the award and his/her certified check or
amount of the Bid Bond may be declared to be forfeited to the Owner, and the Contract
may be awarded to another.

14. Bidder Responsibility For Conditions of Work and Site

The Bidder, or his/her representative, shall make personal investigation of the site
of work and of existing structures and shall determine to his/her own satisfaction the
conditions to be encountered, the nature of the ground, the difficulties involved in making
connections to existing structures and pipes, and any and all other factors affecting the
work proposed under the Contract.

The Bidder to whom the Contract is awarded shall not be entitled to any additional
compensation by reason of conditions being different from those anticipated or by
reason of his/her failure to fully acquaint himself/herself with the conditions at the site
affecting the work of the Contract.

15. Changes in Work

If any change is required to be made in the work of the Contract, a payment
adjustment therefore shall be determined as specified in the "TECHNICAL
SPECIFICATIONS, Section 1 - General Construction Specifications" of the Contract.

Revised: February 2006

INSTRUCTIONS TO BIDDERS Page 4 of 4



[Form24a] City of Mt. Pleasant, Michigan
BID PROPOSAL
2010 Sewer Relining Project

TO: City Clerk
City Hall BID DATE: February 16, 2010
320 W. Broadway Street TIME: 1:30 p.m.

Mt. Pleasant, Ml 48858

The undersigned, as Bidder, hereby declares that this bid is made in good faith
without fraud or collusion with any person or persons bidding of the same Contract; that
he has carefully read and examined the Contract Documents, including the Notice to
Bidders, Instructions, Bond Forms, Technical and Detailed Specifications, and Contract
Drawings, for the designated work and understands all of the same; that he, or his
representative, has made such a personal investigation at the site as is necessary to
determine the character and difficulties attending the execution of the proposed work; and
he proposes and agrees that if this Proposal is accepted, he will contract with the Owner
in the form of the Contract hereto annexed, to provide necessary machinery, tools,
apparatus and other means of construction, including utility and transportation services,
necessary to do all the work and furnish all the materials and equipment specified or
referred to in the Contract Documents, including Addenda No. _, ,and | in the
manner and time therein prescribed, and according to the requirements of the Owner as
therein set forth to furnish Contractor Bonds and Insurance required of the Contractor by
the Contract Documents, and that he will take in full payment therefore the unit prices set
forth in the following Proposal. '

The Bidder understands that the Owner reserves the right to reject any or all bids
and to waive any irregularities in the bidding.

The Bidder agrees that his bid shall be good and may not be withdrawn for a
period of sixty (60) calendar days after the scheduled closing time for receiving the bids.

Upon receipt of a written Notice of Award of the Bid, the Bidder shall execute the
formal Contract Agreement attached hereto within ten (10) days and shall deliver to the
Owner a Surety Bond or Bonds required. In the event the Contract and Bond are not
executed within the time above set forth, the Bid Deposit attached in the sum of five
percent (5%) of the Bid Proposal shall become the property of the Owner as liquidated
damages for the delay and additional expense to the Owner caused thereby.

The Bidder hereby agrees to commence work under this Contract on or before the
date to be specified in the written Notice to Proceed executed by the Owner and to fully
complete the project as stipulated in the Special Conditions of these Specifications. The
Bidder further agrees to pay as liquidated damages the sum indicated in the Special
Conditions for each consecutive calendar day thereafter, until substantial completion, that
is when all work items in the proposal are complete and notification of substantial
completion of work items and final quantities is given to the Director of Public Works by
the contractor. BID PROPOSAL Page 1 of 3



The below unit prices shall include all labor, materials, overhead, profit, insurance,
etc., to cover the finished work of the several kinds specified, and the Bidder agrees to
perform all of the work described in the Specifications and/or shown on the Plans for the
following unit prices:

ITEM
NO. DESCRIPTION QTY UNIT UNITCOST TOTAL
#1 8" Sewer/Cured in Place Pipe (6mm ) 2150 LFT  § $
#2 15" Sewer/Cured in Place Pipe (10.5mm) 2600 LFT $ $
#3 Reinstate Service Connection 56 EA $ $
$
TOTAL BID Smoossoosommmmmme s
(figures)
and /100 Dollars
(written).
RESPECTFULLY SUBMITTED,
COMPANY NAME
ADDRESS
CITY STATE ZIP CODE
AREA CODE/TELEPHONE NUMBER DATE

Authorized Signature

Print or Type Name and Title

Fax Number

BID PROPOSAL Page 2 of 3



EXPERIENCE QUESTIONNAIRE
TO BE FURNISHED BY BIDDER
CITY OF MOUNT PLEASANT, MICHIGAN

The signatory of this proposal guarantees the truth and accuracy of all statements and of
all answers hereinafter made.

1. How many years have you been in business as a contractor under your
present name?

2. How many years have you been a principal officer of a firm under a different
name?

Name of Firm

3. What projects of a similar nature has your organization contracted for within
the past five years? (NOTE: Fill out each blank completely.)

Name of Owner Name/Address/Phone #  Type Value

& Location of Person in Charge of of Date

as Reference Work Work Completed
1.
2.
3.
4.
5.
6.

BID PROPOSAL Page 3 of 3
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[Form 185]
City of Mt. Pleasant, Michigan
TECHNICAL SPECIFICATIONS

SECTION 18
SPECIFICATIONS FOR CURED-IN-PLACE PIPE (CIPP)

18.01 INTENT

A It is the intent of this specification to provide for the reconstruction of pipelines by the
installation of a resin-impregnated flexible tube, which is formed to the original conduit. The
resin is cured using hot water or steam within the tube. The Cured-In-Place Pipe (CIPP) will be
continuous and tight fitting. The work shall be completed in the time specified in the Special
Conditions. '

18.02 REFERENCED DOCUMENTS

A This specification references ASTM F1216 (Rehabilitation of pipelines by the inversion
and curing of a resin-impregnated tube), ASTM F1743 (Rehabilitation of pipelines by pulled-in-
place installation of a cured-in-place thermosetting resin pipe), and ASTM D790 (Test methods
for flexural properties of non-reinforced plastics) which are ‘made a part hereof by such
reference and shall be the latest edition and revision thereof. In case of conflicting requirements
between this specification and these referenced documents, this specification will govern.

18.03 PRODUCT, MANUFACTURER/INSTALLER QUALIFICATION REQUIREMENTS

A Since sewer products are intended to have a 50 year design life, and in order to minimize
the Owner’s risk, only proven products with substantial successful long term track records will
be approved. All trenchless rehabilitation products and installers should be pre-approved prior to
the formal opening of proposals.

Products and Installers seeking approval must meet all of the following criteria to be
deemed Commercially Acceptable:

1. For a Product to be considered Commercially Proven, a minimum of 500,000
linear feet or 2,000 manhole-to-manhole line sections of successful wastewater collection
system installations in the U.S. must be documented to the satisfaction of the Owner to
assure commercial viability. In addition, at least 50,000 linear feet of the product should
have been in successful service within the State for a minimum of five years. Upon
request, contractor shall provide information, including contact person, to verify
compliance with above requirements.

2. For an Installer to be considered as Commercially Proven, the Installer must
satisfy all insurance, financial, and bonding requirements of the Owner, and must have
had at least 5 (five) years active experience in the commercial installation of the product
bid. In addition, the Installer must have successfully installed at least 50,000 feet of the
product bid in wastewater collection systems. Acceptable documentation of these
minimum installations must be submitted to the Owner.

Sec. 18 -1



3. Sewer rehabilitation products submitted for approval must provide Third Party Test
Results supporting the long term performance and structural strength of the product and
such data shall be satisfactory to the Owner. Test samples shall be prepared so as to
simulate installation methods and trauma of the product. No product will be approved
without independent third party testing verification.

4. The rehabilitation manufacturing process shall operate under a quality
management system which is third-party certified to I1ISO 9000 or other internationally
recognized organization standards. Proof of certification shall be required for approval.

18.04 MATERIALS

A. Tube - The sewn Tube shall consist of one or more layers of absorbent non-woven felt
fabric and meet the requirements of ASTM F1216 or ASTM F1743, Section 5. The tube shall be
constructed to withstand installation pressures, have sufficient strength to bridge missing pipe,
and stretch to fit irregular pipe sections.

1. The wet out Tube shall have a uniform thickness that when compressed at
installation pressures will meet or exceed the Design thickness.

2. The Tube shall be sewn to a size that when installed will tightly fit the internal
circumference and length of the original pipe. Allowance should be made for
circumferential stretching during inversion. Overlapped layers of felt in longitudinal seams
that cause lumps in the final product shall not be utilized..

3. The outside layer of the Tube (before wet out) shall be coated with an
impermeable, flexible membrane that will contain the resin and facilitate monitoring of
resin saturation during the resin impregnation (wet out) procedure.

4. The Tube shall be homogeneous across the entire wall thickness containing no
intermediate or encapsulated elastomeric layers. No material shall be included in the
Tube that may cause delamination in the completed CIPP. No dry or unsaturated layers
shall be evident.

5. The wall color of the interior pipe surface of CIPP after installation shall be a light
reflective color so that a clear detailed examination with closed circuit television
inspection equipment may be made.

6. Seams in the Tube shall be stronger than the non-seamed felt.

7. The outside of the Tube shall be marked for distance at regular intervals along its
entire length, not to exceed 5 ft. Such markings shall include the Manufacturers
name or identifying symbol.

B. Resin - The resin system shall be a corrosion resistant polyester, vinyl ester, or epoxy
and catalyst system that when properly cured within the tube composite meets the requirements
of ASTM F1216 and ASTM F1743, the physical properties herein, and those which are to be
utilized in the Design of the CIPP for this project. The resin shall produce CIPP which will
comply with the structural and chemical resistance requirements of this specification.

Sec. 18 -2



18.05 STRUCTURAL REQUIREMENTS

A The CIPP shall be designed as per ASTM F1216, Appendix X.1. The CIPP design shall
assume no bonding to the original pipe wall.

B. Results from long-term testing for flexural creep of the CIPP pipe material are to be used
to determine the Long-term, time dependent flexural modulus to be utilized in the product
design. This is a performance test of the materials (Tube and Resin) and general workmanship
of the installation and curing. A percentage of the instantaneous flexural modulus value (as
measured by ASTM D-790 testing) will be used in design calculations for external buckling. The
percentage, or the long-term creep retention value utilized, will be verified by this testing. Values
in excess of 50% will not be applied unless substantiated by qualified third party test data. The
materials utilized for the contracted project shall be of a quality equal to or better than the
materials used in the long-term test with respect to the initial flexural modulus used in Design.

C. The Enhancement Factor ‘K’ {o be ljsed in ‘Partially Deteriorated’ Design conditions shall
be assigned a value of 7. Application of Enhancement (K) Factors in excess of 7 shall be
substantiated through independent test data.

D. The layers of the completed CIPP shall be uniformly bonded. It shall not be possible to
separate any two layers with a probe or point of a knife blade so that the layers separate cleanly
or the probe or knife blade moves freely between the layers. If separation of the layers occur
during testing of field samples, new samples will be cut from the work. Any reoccurrence may
cause rejection of the work.

E. The cured pipe material (CIPP) shall conform to the structural properties, as listed below.

MINIMUM PHYSICAL PROPERTIES

Cured Composite

Property Test Method min. per ASTM F1216

Modulus of

Elasticity ASTM D-790 (short term) 250,000 psi

Flexural Stress ASTM D-790 4,500 psi

F. The required structural CIPP wall thickness shall be based as a minimum, on the physical

properties in Section 18.05E and in accordance with the Design Equations in the appendix of
ASTM F 1216, and the following design parameters:

Design Safety Factor = 2.0
Retention Factor for Long-Term Flexural Modulus to be used in Design = 1% - 60%
(as determined by Long-Term tests described in paragraph 18.05B)

Ovality™* = 2%

Enhancement Factor, k =See Section 18.05C
Groundwater Depth (above invert)* =See Special Conditions

Soil Depth (above crown)* =See Special Conditions
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Psi
120 pcf
H20 Highway

¥k

Soil Modulus™

Soil Density™*

Live Load™*

Design Condition (partially or fully deteriorated)***

0o

*  Denotes information which can be provided here or in inspection video tapes or projectconstruction plans. Multiple line
segments may require a table of values.

**  Denotes information required only for fully deteriorated design conditions.

==+ Rased on review of video logs, conditions of pipeline can be fully or partially deteriorated.

(See ASTM F1216 Appendix) The Owner will be sole judge as to pipe conditions and parameters utilized in Design.

G. Refer to the attached Dimensional Ratio table for specific pipe section requirements,
based on the pipe condition, depth, ovality, etc. as computed for the conditions shown, using
ASTM F 1216 Design Equations.

H. Any layers of the tube that are not saturated with resin prior to insertion into the existing
pipe shall not be included in the structural CIPP wall thickness computation.

18.06. TESTING REQUIREMENTS

A. Chemical Resistance - The CIPP shall meet the chemical resistance requirements of
ASTM F1216, Appendix X2. CIPP samples for testing shall be of tube and resin system similar
to that proposed for actual construction. It is required that CIPP samples with and without plastic
coating meet these chemical testing requirements.

B. Hydraulic Capacity - Overall, the hydraulic profile shall be maintained as large as
possible. The CIPP shall have a minimum of the full flow capacity of the original pipe before
rehabilitation. Calculated capacities may be derived using a commonly accepted roughness
coefficient for the existing pipe material taking into consideration its age and condition.

C. CIPP Field Samples - When requested by the Owner, the Contractor shall submit test
results from field installations in the USA of the same resin system and tube materials as
proposed for the actual installation. These test results must verify that the CIPP physical
properties specified in Section 18.05E have been achieved in previous field applications.
Samples for this project shall be made and tested as described in Section 18.10A.

18.07. INSTALLATION RESPONSIBILITIES FOR INCIDENTAL ITEMS

A It shall be the responsibility of the Owner to locate and designate all manhole access
points open and accessible for the work, and provide rights of access to these points. If a street
must be closed to traffic because of the orientation of the sewer, the Owner shall institute the
actions necessary to do this for the mutually agreed time period. The owner shall also provide
free access to water hydrants for cleaning, inversion and other work items requiring water.

B. Cleaning of Sewer Lines - The Contractor, when required, shall remove all internal debris
out of the sewer line that will interfere with the installation of CIPP. The Owner shall also provide
a dump site for all debris removed from the sewers during the cleaning operation. Unless stated
otherwise, it is assumed this site will be at or near the sewage treatment facility to which the
debris would have arrived in absence of the cleaning operation. Any hazardous waste material
encountered during this project will be considered as a changed condition.
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C. Bypassing Sewage - The Contractor, when required, shall provide for the flow of sewage
around the section or sections of pipe designated for repair. The bypass shall be made by
plugging the line at an existing upstream manhole and pumping the flow into a downstream
manhole or adjacent system. The pump and bypass lines shall be of adequate capacity and size
to handle the flow. The Owner may require a detail of the bypass plan to be submitted.

D. Inspection of Pipelines - Inspection of pipelines shall be performed by experienced
personnel trained in locating breaks, obstacles and service connections by close circuit
television. The interior of the pipeline shall be carefully inspected to determine the location of
any conditions which may prevent proper installation of CIPP into the pipelines, and it shall be
noted so that these conditions can be corrected. A video tape and suitable log shall be kept for
later reference by the Owner.

E. Line Obstructions - It shall be the responsibility of the Contractor to clear the line of
obstructions such as solids and roots that will prevent the insertion of CIPP. If pre-installation
inspection reveals an obstruction such as a protruding service connection, dropped joint, or a
collapse that will prevent the inversion process, that was not evident on the pre-bid video and it
cannot be removed by conventional sewer cleaning equipment, then the Contractor shall make
a point repair excavation to uncover and remove or repair the obstruction. Such excavation shall
be approved in writing by the Owner's representative prior to the commencement of the work
and shall be considered as a separate pay item.

F. Public Notification - The Contractor shall make every effort to maintain service usage
throughout the duration of the project. In the event that a service will be out of service, the
maximum amount of time of no service shall be 8 hours for any property served by the sewer. A
public notification program shall be implemented, and shall as a minimum, require the
Contractor to be responsible for contacting each home or business connected to the sanitary
sewer and informing them of the work to be conducted, and when the sewer will be off-line. The
Contractor shall also provide the following:

1. Written notice to be delivered to each home or business the day prior to the
beginning of work being conducted on the section, and a local telephone number of the
Contractor they can call to discuss the project or any problems which could arise.

2. Personal contact with any home or business, which cannot be reconnected within
the time stated in the written notice.

G. The Contractor shall be responsible for confirming the locations of all branch service
connections prior to installing and curing the CIPP.

18.08 INSTALLATION

A. CIPP installation shall be in accordance with ASTM F1216, Section 7, or ASTM F1743,
Section 6, with the following modifications:

1. Resin Impregnation - The quantity of resin used for tube impregnation shall be
sufficient to fill the volume of air voids in the tube with additional allowances for
polymerization shrinkage and the loss of resin through cracks and irregularities in the
original pipe wall. A vacuum impregnation process shall be used. To insure thorough
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resin saturation throughout the length of the felt tube, the point of vacuum shall be no
further than 25 feet from the point of initial resin introduction.

After vacuum in the tube is established, a vacuum point shall be no further than 75 feet
from the leading edge of the resin. The leading edge of the resin slug shall be as near to
perpendicular as possible. A roller system shall be used to uniformly distribute the resin
throughout the tube. If the Installer uses an alternate method of resin impregnation, the
method must produce the same results. Any alternate resin impregnation method must
be proven.

2. Tube Insertion — The wet out tube shall be positioned in the pipeline using either
inversion or a pull-in method. If pulled into place, a power winch should be utilized and
care should be exercised not to damage the tube as a result of pull-in friction. The tube
should be pulled-in or inverted through an existing manhole or approved access point
and fully extend to the next designated manhole or termination point.

3. Temperature gauges shall be placed inside the tube at thé invert level of eaéh end
to monitor the temperatures during the cure cycle.

4. Curing shall be accomplished by utilizing hot water or steam in accordance with
the manufacturer's recommended cure schedule.

18.09 REINSTATEMENT OF BRANCH CONNECTIONS

A It is the intent of these specifications that branch connections to buildings be reopened
without excavation, utilizing a remote controlled cutting device, monitored by a video TV
camera. The Contractor shall certify he has a minimum of 2 complete working cutters plus spare
key components on the site before each inversion. Unless otherwise directed by the owner or
his authorized representative, all laterals will be reinstated to not less than 90 percent capacity
and have a smooth edge. No additional payment will be made for excavations for the purpose
of reopening connections and the Contractor will be responsible for all costs and liability
associated with such excavation and restoration work.

18.10 INSPECTION

A. CIPP samples shall be prepared and physical properties tested in accordance with ASTM
D5813, Section 7, ASTM F1216 or ASTM F1743, Section 8, using either method proposed. The
flexural properties must meet or exceed the values listed in Table 1 of the applicable ASTM.

B. Wall thickness of samples shall be determined as described in paragraph 6.3.3 of ASTM
D5813 or paragraph 8.1.6 of ASTM F1743. The minimum wall thickness at any point shall not
be less than 87%:% of the design thickness as calculated in paragraph 18.05F of this document.

C. Visual inspection of the CIPP shall be in accordance with ASTM F1743, Section 8.6.

18.11 CLEAN-UP

A. Upon acceptance of the installation work and testing, the Contractor shall restore the
project area affected by the operations to a condition at least equal to that existing prior to the
work.
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18.12 PAYMENT

A. Payment for the work included in this section will be in accordance with the prices set
forth in the proposal for the quantity of work performed. Progress payments will be made
monthly based on the work performed during that period.
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CIPP WALL THICKNESS

PARTIALLY DETERIORATED DESIGN (PD )

Required DR (D /t)
Ei = 250,000 psi t Ei = 400,000 psi
Ground Water Depth
Range of
Ovality Depth to invert | 50% Depth | Full Depth | 50% Depth | Full Depth
(feet)
4 - 8 78 62 92 73
-8 - 12 69 55 80 64
2% * 12 - 16 62 50 73 58
16 - 20 58 46 68 54
20 - 24 55 44 64 51
4 - 8 72 57 84 67
8 - 12 63 50 73 58
5% 12 - 16 57 46 67 53
16 - 20 53 42 62 49
20 - 24 50 40 58 47
4 - 8 66 52 77 61
8 - 12 58 46 67 54
8 % 12 - 16 52 42 61 49
16 - 20 49 39 57 45
20 - 24 46 37 54 43

PD wall thickness varies with the height of the groundwater above the invert of the host pipe.
The table assumes the height of the groundwater equal to half or fulls depth to the pipe invert.
The table represents CIPP pipe wall thickness for a host pipe range of 8 to 48 inches. This is a
guideline only. Specific calculations should refer to ASTM F-1216, Appendix X.1.

Design Parameters:

Poisson's Ratio = 0.3

Factor of Safety = 2.0

Enhancement Factor =7

DR = Dimension Ratio = Diameter / thickness = t=D/DR

Effective reduction of Ei modulus to approximate effects of creep = 50 %

Ovality % = 100 x ( Mean Dia. - Minimum Dia. ) / Mean Dia.

* 2% ovality is typically assumed when the host pipe measurements have not been field
verified.
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2010 SEWER RELINING PROJECT
SPECIAL CONDITIONS

SCOPE:

This project involves the relining of sanitary sewer mains in accordance
with the specifications. All work required to complete the relining, reestablish the
services, and return the main to full service shall be included in the unit prices in
the proposal.

TIME CONSTRAINT:

The Contractor shall complete this work between March 29, 2010 and
April 23, 2010. All work on this project shall be completed by April 23, 2010.
Liquidated damages at the rate of $300.00 per day will be assessed for each day
the project is not completed beginning on April 24, 2010.

SCHEDULE:

The Contractor shall notify the Engineer regarding their schedule for
performing the work at least a week prior to the work beginning. The Contractor
shall give the Water Supervisor a list of hydrants proposed to be used for the
project prior to beginning any -portion of the project. Upon completion of the
project, the Contractor shall give the Water Supervisor a list of hydrants actually
used during the project.

SEWER SERVICE: :
The sewers to be relined on Eastwood, Michigan, and Adams Streets
serve several businesses. The Contractor shall coordinate with the businesses
regarding the best time of day to reline the sewer main. The Contractor shall
schedule all activities to minimize the impact of the sewer service interruption.

PIPE THICKNESS:
The minimum pipe thickness for the various pipes shall be:
8" CIPP — 6 mm
15" CIPP — 10.5 mm

STANDARD CONSTRUCTION SPECIFICATIONS:

The City of Mt. Pleasant Standard Construction Specifications dated 2007
must be followed for construction on this project. They are available on the City
web page at www.mt-pleasant.org/depts/engineering/biddinginfo.htm

[2010 Sewer Relining Project — Spec. Cond.] Page 1 of 1
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