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THE ClTY OF
MT. PLEASANT, mchican

CITY HALL PUBLIC SAFETY PUBLIC WORKS
320 W. Broadway St. » 48858-2447 804 E. High » 48858-3595 1303 N. Franklin « 48858-4682
(989) 779-5300 (989) 779-5100 (989) 779-5400
(989) 773-4691 fax (989) 773-4020 fax (989) 772-6250 fax

2015 BID FOR PATCHING MATERIALS

The City of Mt. Pleasant, Michigan, is requesting sealed bids at the Office of the
City Clerk, City Hall, 320 West Broadway Street, Mt. Pleasant, Michigan 48858, until
1:30 p.m. (local time), on Tuesday, December 9, 2014, at which time and place the bids
will be publicly opened and read. All bids shall be submitted in a sealed envelope, plainly
marked "2014 Patching Materials — December 9, 2014".

Proposals are solicited on a unit price basis for the following estimated quantities:

Item Description Quantity Unit
Patching material, uPMm® 50 Tons

No bid deposit, performance, labor, or material bond will be required.

Specifications are available at the Public Works Building, 1303 North Franklin
Street, Mt. Pleasant, Michigan, 48858, (989) 779-5401, Monday through Friday, 8:00 a.m.
to 4:30 p.m., or by visiting the City’s website at www.mt-pleasant.org, and clicking on the
“Bids and Quotes’ tab under the Quick Links section on the lower left hand portion of the
webpage.

The City of Mt. Pleasant reserves the right to accept or reject any or all bids, to
waive any irregularities in the bids, and to select the bid considered most advantageous
to the city.

John Zang Jeremy Howard
DPW Director City Clerk
(989) 779-5401

Website: www.mt-pleasant.org
Michigan Relay Center for Speech & Hearing Impaired: 1-800-649-3777



City of Mt. Pleasant, Michigan
INSTRUCTIONS TO BIDDERS
FOR MATERIALS

1. Proposals

Proposals must be made upon the forms provided, therefore, with the Bid amount both
written and shown in figures, and all other data required submitted.

The Proposal, bound together with all Proposal Documents, must be enclosed in a
sealed envelope marked as specified in the Notice to Bidders for such Bid and clearly
indicating the name and address of the Bidder and must be received by the City Clerk,
City Hall, 320 West Broadway Street, Mt. Pleasant, Michigan 48858, no later than the
time and date specified in the Notice to Bidders. At such specified time, Proposals shall
be publicly opened and read aloud.

2. Basis of Proposals

Proposals are solicited on the basis of unit price(s) and/or lump sum(s), as specified on
the Proposal form.

The City of Mt. Pleasant, (also referred to as "Owner"), reserves the right to accept any
Bid, to reject any or all Bids, and to waive any irregularities in the Bids, and to select the
Bid considered most advantageous to the city.

3. Comparison of Bids

In comparing Bids, consideration shall be given to the time proposed for completion of
the Contract, qualifications of Bidder, price differentials, alternate Proposals for those
items listed in the proposal (if applicable), and any other pertinent factors. The Owner
reserves the right to make an award to the Bidder whose Proposal is deemed to be in
the best interest of the Owner.

4. Time

Time is of the essence in the performance of the Contract, and each Bidder, by
submitting a Proposal, certifies his/her acceptance of the time allowed by the Contract
for the completion of the work specified.

5. Indemnification

The Contractor shall save and hold harmless the city and its employees from and
against all claims, damages, losses, or expenses, including attorney’s fees, arising
out of or resulting from the performance of the work; provided that any such claim,
damage, loss or expense is caused in whole or in part by any negligent or willful act of
omission of the contractor, subcontractor, employee, or anyone under their direction.
The Contractor shall at his/her own expense, defend any and all such actions and shall
pay all attorney’s fees, costs, and expenses pertaining thereto.
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6. Interpretation of Documents

If any Bidder is in doubt as to the true meaning of any part of the Plans, Specifications
or any Contract Document, he/she may submit to the Owner a written request for an
interpretation thereof. Any interpretation made in response to such query shall be made
only by Addendum, duly issued, and a copy of such Addendum shall be mailed or duly
delivered to each prospective Bidder. The Owner shall not be responsible for any other
explanation or interpretation of the Contract Documents.

7. Execution of Bid Proposal

A Bid Proposal which is not signed by the individual making it should have attached
thereto a Power of Attorney evidencing authority to sign the Bid Proposal in the name of
the person for whom it is signed.

A Bid Proposal, which is signed by a partnership, shall be signed by all of the partners or
by an Attorney-in-Fact. If signed by an Attorney-in-Fact, there should be attached to the
Bid, a Power of Attorney evidencing authority to sign the Bid Proposal in the name of the
partnership and such Power of Attorney shall be signed by all partners of the
partnership.

A Bid Proposal, which is signed for a corporation should have the correct corporate
name thereof and the signature of the President, or other authorized officer(s) of the
corporation, manually written below the corporate name and on the line indicating

"By: ." If such Bid Proposal is manually signed by an
officer other than the president of the corporation, a certified copy of the Resolution of
the Board of Directors evidencing the authority of such officer(s) to sign the Bid
Proposal should be attached thereto. Such Bid Proposal should also bear the attested
signature of the Secretary of the corporation and an impression of the corporate seal.

8. Delivery

The successful Bidder shall deliver equipment and/or materials as specified to the City
of Mt. Pleasant, Division of Public Works, 1303 N. Franklin Street, Mt. Pleasant,
Michigan, 48858, or as specified in the proposal. The proposal amount should include
delivery F.O.B. Mt. Pleasant. All equipment, literature, manuals, warranty papers, and
any other items listed in the specifications of the equipment or materials, must be
delivered before payment in accordance with this contract.

March 23, 2012
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City of Mt. Pleasant, Michigan
PROPOSAL
2015 BID FOR PATCHING MATERIALS

TO: Office of the City Clerk BID DATE: December 9, 2014
City Hall TIME: 1:30 p.m.
320 West Broadway St.
Mt. Pleasant, MI 48858

In accordance with the specifications and other bid requirements heretofore
provided, the undersigned agrees to provide the below listed bid items at the price(s) set
forth below. This is a firm bid for a period of sixty (60) days, for purpose of review
and award. Contract pricing shall be effective January 1, 2015 to December 31, 2015.

Unit Total
ltem Quantity Unit Cost Cost
uPMm® 50 Tons $ $

Dollars and /100 Cents
Written
Please identify the location of materials being bid:
Name
Address
City State Zip
RESPECTFULLY SUBMITTED BY:
Company
Address
City ST ZIP
Telephone Fax

Authorized Signature

Print Name & Title

Email




City of Mt. Pleasant, Michigan
SPECIFICATIONS
2015 Bid for Patching Materials

Instructions

1.

Any questions pertaining to the bid documents should be directed to Robert
Murphy, Street Department Superintendent, at (989) 779-5409, or via email at
bmurphy@mt-pleasant.org.

The City of Mt. Pleasant reserves the right to accept or reject any or all bids, to
waive any irregularities in the bids, and to select the bid considered most
advantageous to the City.

Specifications

. Material unit prices quoted shall be pricing for materials picked up by the

City’s Street Department.

. Each supplier shall list the exact address of the exact location where the material

will be available.
Contract shall be effective January 1, 2015 to December 31, 2015.

All quantities are approximate and may vary up to twenty-five percent (25%) from
quantities herein stated:

uPM® 50 Tons



4 lq ue UPM® Bid Specification

Paving Materiais

Corporation
Detailed Specifications for
Bituminous Cold Patch Material
UPN Permanent Pavement repair Material
GENERAL:

These bituminous patching mixes are designed in various seasonal grades for use when the outside ambient
temperature is in the range of -15°F (-26°C) to 100°F (38°C). Each grade shall be manufactured specifically to
accommodate anticipated climatic conditions. These Grades shall consist of Winter Mix, Spring/Fall Mix and
Summer Mix.

The bituminous patching mix shall consist of asphalt and aggregate within prescribed quantities to make a
mixture, which will provide satisfactory coating, workability and adhesion characteristics. The patching mixture
will be available in grades to function as a patch during cold and damp or during hot weather in bituminous and
concrete pavement. The asphalt blend and aggregate shall conform to the following requirements.

LIQUID ASPHALT:

The bituminous material shall be UPM Liquid Asphalt Blend, from Unique Paving Materials Corporation,
Cleveland, Ohio (Unique) or from one of its approved blending facilities. The blend shall meet the following
requirements:

Kinematic Viscosity @ 140°F (60°C) ASTM D 2170 350 to 4000 ¢St (mmz2/s)

Flash Point, Tag Open Cup ASTM D 1310 200°F (93°C) minimum

Percentage of Water ASTM D 95 Less Than 0.2%

Distillation to 680°F (360°C) ASTM D 402 See Values Below
Volume % Total Distillate Volume % Original Sample

Temperature Minimum/Maximum Minimum/Maximum

to 437°F (225°C) 0 0 0 0

to 500°F (260°C) 0 0.5 0 0

to 600°F (316°C) 10 65 0 18

Residue from distillation to
680°F (360°C)% Volume by Difference 73 95

TESTS ON RESIDUE FROM DISTILLATION

Absolute viscosity @ 140°F (60°C) ASTM D 2171 75 to 425 Poise (10'Pax s)
Penetration, Modified with Cone ASTM D 5* 180 minimum

Ductility, 39°F (4°C), 1 cm/minute ASTM D 113 100 minimum

Solubility in Trichloroethylene ASTM D 2042 99.0% minimum

* Make this test in accordance with ASTM Method D 5, except utilize a penetration cone in place of the
standard penetration needle. The cone shall conform to the requirements given in ASTM Method D 217,
except that the interior construction may be modified as one desires. The total moving weight of the cone and
attachments must be 150 + 0.1 grams. Also the level of water in the transfer dish shall be lowered to less than
the height of the sample and decant water from the top of the sample before transferring from the bath to the
penetrometer.

3993 E. 93rd Street 1 Cleveland, OH 44105 | Phone 800.441.4880 1 Fax 216.341.8514 1 UniquePavingMaterials.com



UPM® Bid Specification

Paving Materials

Corporation
AGGREGATE:
The aggregate shall be crushed stone and shall meet the following requirements:
SIEVE ANALYSIS ASTM C 136

#9 ASTM D 448 COMBINATION #9 & #89 #89 ASTM D 448

Sieve Percent Passing Percent Passing Percent Passing
1/2” (12.5 mm) - 100 100
3/8” (09.5 mm) 100 90 - 100 90 - 100
#4 (4.75 mm) 85 -100 55-85 20-55
# 8 (2.36 mm) 10 -40 5-40 5-30
#16 (1.18 mm) 0-10 0-10 0-10
# 50 (0.30 mm) 0-5 0-5 0-5
Soundness Loss (Sodium, 5 cycles) ASTM C 88 12.0 maximum
Los Angeles Abrasion Loss ASTM C 131 45.0% maximum
Specific Gravity ASTM C 127 2.45-2.85
Absorption & 128 3.0% maximum
Minus 200 Sieve (0.075mm) Wash Loss ASTM C 117 2.5% maximum
PREPARATION OF MIXTURE:

The producer will provide a paved stockpile pad or an established material base of the same product as bid in
the specifications. The pad or material base shall be solely committed to this product during the contract
period.

The asphalt shall be heated to a temperature between 185° - 265°F (85° - 130° C).

The mixture shall consist of an aggregate and asphalt combined in a pug mill in the following proportions:
Asphalt 5.0t06.5%
Aggregate 95.0t0 93.5%

The mixture may be prepared with no heat to the aggregate when determined as acceptable by Unique’s
laboratory testing.

Heat should be applied to the aggregate when determined as necessary by Unique’s laboratory testing prior to
production of the mixture or by a technical representative of Unique.

Under any of the above conditions the minimum amount of heat necessary to obtain coating or facilitate the
operation of the plant may be utilized not to exceed under any circumstance 175°F (80°C).

When producing in a batch plant, wet mix time in the pug mill should be typically in the range of 30 to 45
seconds or until the aggregate is uniformly coated (greater than 95%)as outlined in ASTM D 2489.

3993 E. 93rd Street 1 Cleveland, OH 44105 1| Phone 800.441.4880 1 Fax 216.341.8514 1 UniguePavingMaterials.com



UPM® Bid Specification

Paving Materials
Corporation

PRODUCTION SUPERVISION:
A technical representative from Unique will be present at every production for quality assurance of the mix.
This supervision shall be at the expense of Unigue.

MIXTURE:
The UPM mix shall meet the following requirements:
Coating ASTM D 2489 Greater than 95%
Stripping in distilled water’ Visual Less than 5%
Extraction of Bituminous Material ASTM D 2172 3.5 min. 9.0% max.
Sieve Analysis of Extracted Aggregate ASTM C 136 See Aggregate Specification
Minus 200 (0.075mm) Of Extracted Aggregate ASTM C 117 &
ASTM C 136 4.0% Maximum?
Shelf Life of 100 Tons or more One-Year Minimum

Note 1: Place approximately 100 grams in a 250 ml glass beaker and cover with distilled water for 24 hours
before observation.

Note 2: This value shall not be confused with the 2.5% maximum allowed for the Minus 200 (0.075mm) Wash
Loss on the raw aggregate before the production of UPM. That value is necessary to minimize the effect of the
plant when producing the finished UPM Cold Mix.

PERFORMANCE GUARANTEE:
The supplier of the material shall guarantee the performance of the mix to meet the following requirements:

A. The material shall remain workable to accommodate climatic conditions, in an uncovered stockpile
of 100 tons or more, if applicable, for a period of not less than 12 months

B. Smaller quantities must be reasonably covered.

C. Repaired potholes shall not show any significant signs of shoving, rutting, tracking, kick-up or ravel-
out within a period of 12 months from the time of repair.

In the event the material furnished does not meet all of the above requirements, the supplier shall replace the
unsatisfactory with acceptable material. The acceptable material shall be provided and delivered at no extra
charge to the Department.
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3993 E. 93rd Street | Cleveland, OH 44105 1 Phone 800.441.4880 | Fax 216.341.8514 1 UniquePavingMaterials.com
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The Industry Leader

The Best in Permanent Pavement Repair

UPM?® is the Benchmark We Define Quality
Cold Mix Providers Try to Emulate as Guaranteed Performance
While many cold mix suppliers falsely refer to When too much emphasis is placed on
their products as being comparable to UPM, producing the cheapest cold mix,
none have been able to match the high- performance suffers.
performance of our proprietary additives. Our customers see the value and savings in
- UPM is specified on most major bid requests. higher quality material that works permanently
" The federal government named UPM as its Versus Zuylng the chegpest, then having
control material in the Strategic Highway to spend more to repair the same holes over
Research Program (surp-#-3532 and SHRe-MjuFR-91:504) Study. and over.

How Does Your Current Cold Mix Stand up to UPM, Permanent Pavement Material?

© The most tested material by gpvernment © Nationwide field support

organizations world-wide . . L . ]
On-site training in best repair practices

» Ongoing support for the life of material ) ) :
. * Unmatched quality control in every mix

- Reduces total repair costs )
Warranty—guaranteed high performance

- Region-specific formulations that ensure
UPM works

UPM can reduce your total repair costs by delivering more value
in @ material that lasts. Call us today!

UPM’ is a product of Itllle

Corporate Office | 800.441.4880 | 3993 E. 93rd Street, Cleveland, OH 44105 | UniquePavingMaterials.co




srformance
by Design

It Starts with
Quality Rock

All raw materials we use in
making UPM® are selected
to meet our stringent
quality standards.

Lab Testing
Mix Formulation

The UNIQUE lab considers
specific aggregate characteristics
and regional elements to design
a customized formulation.

The result is a region-specific
mix that works every time.

Mix is Tested
Before you Use it

Before a mix can be certified
as UPM, it must undergo
rigorous testing in our lab as
well as in the field.

UNIQUE stands behind every
UPM mix, every time.

Once and Done Permanent Pavement Repair

The proprietary additives and stringent quality control procedures for UPM ensure that you get
a pavement repair solution that }{vill outlast the surrounding pavement. We guarantee it!

UPM high-performance cold mix has been used to permanently repair more potholes than any cold
mix or cold patch in the industry. Use it to repair asphalt and concrete pavement for areas such as:

UPM is conveniently available in:

» Bulk at
* 50-1b bags for quick use

UPM’ is a product of

_ Corporate Office | 800.441.4880 |

approved producers = 5-gallon drums

» 5-gallon pails

9
*

- o @
igue o
PLEASE RECYCLE

PRINTED ON RECYCLED STOCK
WITH SOY BASED INKS.

3993 E. 93rd Street, Cleveland, OH 44105 | UniquePavingMaterials.com




